POLE NUMBERS:

3M #3290 ENGINEER GRADE
REFLECTIVE NUMBERS/LETTERS PER
THE STATE OF CALIFORNIA
SPECIFICATIONS. BLACK NUMERALS ON
SILVER/WHITE PRESSURE SENSITIVE
BACKGROUND. BACKGROUND 2"H x 1
1/2"W LETTERS/NUMBERS 1 3/4"H x 1" W
SERIES "C" NUMBERS/ LETTERS TO BE
8' TO 10" HIGH ON POLES FACING
STREET

NOTE:

ALL CITEA LUMINAIRES HAVE "ANSI
WATTAGE INDICATORS" INSTALLED ON
THE BOTTOM OF THE FIXTURE TO
ALLOW IDENTIFICATION FROM STREET
LEVEL BELOW.

PAINTING SPECIFICATIONS: CARDINAL
INDUSTRIAL FINISHES COLOR CODE
T028-GR02 POLYESTER T.G.1.Z. GLOSS
STEEL GRAY.

PERCH PREVENTION DEVICE
(BIRD-FLITE OR EQUIVALENT)

32"6"

—— 4" GROUT CAP AFTER SETTING POLE

——

| GROUND
|3/ STUD

150 WATT H.P.S. 120V BALLAST WITH P.E.C.
& LAMP, LUMEC-SCHREDER CAT. NO.
CTM-150HPS-MN3-120-PH8-SC-LTS225E
(FIXTURE) - NO APPROVED EQUAL

——— LUMEC-SCHREDER CAT. NO.
ATR35-COL6-1A-SC-LTS225E (0.250
WALL THICKNESS AND FACTORY
INSTALLED VIBRATION DAMPERS,
ALUMINUM POLE & ARM WITH
CUSTOM COLOR GLOSS STEEL GRAY
AS SPECIFIED BY THE PAINTING
SPECIFICATION HEREON), NO
APPROVED EQUAL

HAND HOLE MUST BE
LOCATED 90 DEGREES
TO MAST ARM FACING
TRAFFIC

35!_0"

SEE ELECTROLIER BASE
DETAILON SHEET 1 OF SD-24

1
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